
Compact Size � Big Performance

4 and 8-ch Video Fiber Transmission systems
Now with Data & Contacts

4 or 8-channel Video transport
Multi-protocol Data - user selectable Full duplex RS-232, RS-485 (2 or 4 wire), RS-422, Manchester, Bi-Phase Data
Also supports bi-directional Contact Closure
New low-power design for maximum efficiency and performance
10-bit Video encoding meets short-haul specifications
Single fiber operation for either Multimode or Singlemode applications
Convenient RJ45 connection for Multi-protocol Data and Contact Closure
Standard Meridian 1 or 2-slot card design with chassis for either shelf or rack mounting

FOUR 10-BIT VIDEO

BI-DIRECTIONAL 
MULTI-PROTOCOL DATA
AND CONTACTS

ONE MULTIMODE OR
SINGLEMODE FIBER

FT/FR -4W1C1G-1C1G-x FT/FR -8W1C1G-1C1G-x

EIGHT 10-BIT VIDEO

BI-DIRECTIONAL 
MULTI-PROTOCOL DATA
AND CONTACTS

ONE MULTIMODE OR
SINGLEMODE FIBER

KEY FEATURES INCLUDE:
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http://www.meridian-tech.com/pdf_o.php?f=digicool&t=digital&alias=&pnumber=FT/FR-4W1C1G/1C1G-2
http://www.meridian-tech.com/pdf_o.php?f=digicool&t=digital&alias=&pnumber=FT/FR-8W1C1G/1C1G-2



